DREDGING CORPORATION OF INDIA LIMITED
H.O. VISAKHAPATNAM

Ref: DCI/HO/TECH-I/MUC-1/2020-21

CORRIGENDUM-4

Sub: Dry dock & afloat repairs of DCI Multicat-1.

Ref: Tender No: DCI/TEC?!/MUC—1/12/2020~21, DT:16.11.2020.

i

i
%k k

b

Date: 07.12.2020
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Referring to above tender for “Dry dock & afloat repairs of DCI fulticat-1”,

Corrigendum is issued for extension of due date of submission:

SI. No. Description Remarks/Date

1 Due date & time for submission of tender | Till 1500 Hrs, 14.12.2020

2. Due date & timing of opening of tender | 1530 Hrs, 14.12.2020
(Technical bid) |

All other terms and conditions of tender remain unchanged.
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é ~ Dredging corporation Of India Limited.



DREDGING CORPORATION OF INDIA LIMITED
H.O. VISAKHAPATNAM

Ref: DCI/HO/TECH-I/MUC-1/2020-21 Date: 04.12.2020

CORRIGENDUM-3

Sub: Dry dock & afloat repairs of DCI Multicat-1.
Ref: Tender No: DCI/TECH/MUC-1/12/2020-21, DT: 16.11.2020.

Last date of submission of tender: 07.12.2020 at 1500 Hrs.
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Referring to above tender for “Dry dock & afloat repairs of DCI Multicat-1”, The Page
No. 1 of job package (Schedule-IV) is hereby amended as per annexure —I, as attached.

All other terms and conditions of tender remain unchanged.

HOD(Tech)-I
Dredging corporation Of India Limited.



DRY DOCK PACKAGE
DRYDOCK AND LAY-UP REPAIRS OF DCI MUC-1 (2020)
GROUP-A DRYDOCK HIRE AND SERVICE CHARGES
Remarks/
indent requirement and indent number
Sl.No. Description Qty. Unit Unit Rate Total Rate
Dock hire
i) First day , including dock block preparation made as per docking plan and
1 ’ 1 DAY
cleaning dock floor.
ii) Subsequent days in dock (including cleaning dock floor) DAY
2 Wharfage DAY
3 Assisting for docking and undocking the vessel provided 2 TIME
4 Mooring/Unmooring and line handling provided for the tug 2 TIME
5 Shore power supply — AC 50 cycles, 3 Phase, 415V, 260 Amps to be KWH
Provided during the vessel in dock From
6 Shore power Connection & disconnection 2 TIME
7 One man Fire Patrol provided 2 shifs per day through out the docking period DAY
2 Nos Fireline — Shore main to wash deck, maintain pressure provided during
8 N . DAY
the docking period
9 2 Nos Fireline — Connection & disconnection made for 2 times. 4 TIME
10 Fresh water supplied from shoreline 65 TON
1" Fresh water connection & disconnection made for 3 times — one line 3 TIME
12 Galley refuge removal and disposal made during the docking period 20 Trip
13 Sewage Disposal- Sanitary sewage of carry away pipes provided to vessel's| 4 Loads
toilets, bathrooms are to be disposed off to shore.
or
Shore toilets (4 nos) were provided for ship staff for the total duration of]
Days
repairs.
14 Gas free inspection:
(i) Gas free inspection of tanks by shipyard peronnel 1 Nos
(ii) Gas free inspection of tanks by Govt authorised inspector 1 Nos.
15 Crane charges for handling Ship's provision/stores
(i) Upto 10 ton capacity 10 Hour
(ii) Above 10 Tons capacity 5 Hour
Group A Total
i) Connection & disconnection of lamps (20 nos). At Free of Cost
(iii) Ventilation fans for tanks and working area are to be provided by the yard
free of cost.
(iii) Heating lamps (6 Nos) for all standstill motors are to be provided to avoid
moisture accumulation on motor windings. Yard to provide it at free of Cost.
GROUP-B
SURFACE PREPARATION, CLEANING & PAINTING
SI. No. Description Qty. Unit Unit Rate Total Rate
CLEANING & PAINTING
i) Sigmal International(Akzo noble)/Chugoku/Hempel/Jotun Marine paints
may be used.
Paint should be procured by the yard on behalf of DCI (Actual cost of paint +
10% mark up will be paid by DCI). Original document or proof of payment to
be provided for reimbursement from DCI.
OEM Gurantee certificate for 36 months to be arranged by yard for obtaining
AFS certificate from CLASS.
Cost of paint for entire dry dock jobs (On budgetory estimation basis)
L Total estimated cost of paint will not be considered for evolution of LS.
tenders for arriving L-1.
2 SURFACE PREPARATION AND PAINTING OF HULL EXTERIOR
a) Hard scrapping marine growth to be removed upto light load line (under 620 saM
water area including rudders, BT & Kort nozzles). i
b) High pressure water washing to be carried out (150 bars) and removed
790 sQM
barnacles and Sea growths..
c) Copper slag blasting up to bare metal of vertical ship sides area, bottom
. " 600 SQMm
area, Propeller area, areas of complete paint brokdown underwater locations.
d) Water washing (FW) to be carried out 790 sQM
e) spot blasting (SA 1.0) above waterline areas. 170 sQM
f) Painting of Topside (Hull above waterline)
(i) Touching spot blasted area with universal primer (75 Mic DFT) 70 SQM
(ii) Other areas to be coated with HB epoxy coating (125 Mic DFT) 100 SQ.M

Annexure-|
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